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SECTION C-C
SCALE1:10
NPS | L D n-Th C G H H1 |Weight (Ibs)
2 | 188 | 474 |4x5/8"-11| 0 | 057 | 10.75 | 17.75| 110
3 | 200 | 6.00 [4x5/8"-11| 0 | 0.80 | 14.25 | 22.25| 128
4 | 200 | 750 |8x5/8"-11| 4 | 0.80 | 17.50 [26.50 | 128
6 | 225 | 951 [8x3/4"-10| 4 | 0.85 |22.70 |34.33| 165
8 | 275 |11.75 [8x3/4"-10| 4 | 0.95 | 23.55 |37.18 | 222
10 | 2.75 | 14.25 |12x7/8"9| 4 | 1.00 | 27.00 |37.63| 286
12 | 3.00 |17.01 |12x7/8"-9| 4 | 1.00 | 32.62 | 43.25| 403
14 | 3.00 |18.74 | 12x1"-8 | 4 | 1.50 | 35.45 | 56.08 | 543
16 | 3.50 |21.24 | 12x1"-8 | 4 | 1.65 | 38.25 | 60.88 | 730
18 | 3.50 | 22.76 |16x11/8"-7 4 | 1.80 | 41.82 | 67.20| 1179
20 | 4.50 | 25.00 [20x11/8"-7 4 | 2.00 | 44.50 | 73.00 | 1637
24 | 450 |29.49 20x11/4"-7] 4 | 2.00 | 51.20 | 84.20 | 2265

REVISIONS
REV. DESCRIPTION DRAWN| DATE
A INITIAL RELEASE BDK 12021-03-11
B 3"LUG SIZE REVISED BDK [2021-10-21
E5200 | _ - [ - [ - - [ - L 1 - |
BODY GATE SEAT TOPWORKS PACKING OPERATOR SIZE OPTIONS
Ductile Iron |D 304ss 1|EPDM E[s5 Stanchions [S|Food Grade F |Bare Stem B 02  [Xylan Coated Gate
316ss 2|Viton \Y) Graphite G|Bare Stem (I1SO PAD) B(A) 03 Xylan Coated Wetted Pa
Teflon w/Kevlar|K|Chainwheel C 04 Chrome Coated Gate
Teflon T |Chainwheel with Nut C(N) 06 Nickel Coated Gate

NOTE:

UNLESS OTHERWISE SPECIFIED

PER ASME Y14.5M-1994
ALL DIMENSIONS SHOWN APPLY AFTER

ND
TOLERANCES APPLY AS SHOWN BELOW

FRACTIONS +1/32
ANGLES + 10
SURFACE FINISH 32
UuoM INCH
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THIRD ANGLE
PROJECTION

S

NONE +.02
X +01
XX +£.01
XXX +.005

Electric E 08 Silicone Free

Gear G 10 |AIS Requirement
Gear with Nut G(N) 12 Oversized Cylinder
Gear (Inline) G(L) 14  |Safety Guards
Hydraulic (Cylinder) H 16  |Stem Extension
Lever L 18 Air Filter / Reg
Nut N 20 Energized
Pneumatic (HP Cylinder) | P 24  |[Wear Ring

Pneumatic (GP Cylinder)

Spring Closed (FC)

Spring Open (FO)

Ratchet

Handwheel

Handwheel with Nut

No Stem (CLA Only)

P(G) Live Load
R Non-Rising Stem
S Purge Ports
T Junction Box Kit
W Solenoid

WI(N) Positioner
X V-port

Extrusion / Wiper / Scra

Prox Probes

Stem Protector

<|x|s|<|d|v|p|w|(Zz|~|=|O|m|m|w|pr|o|v|a|w|N|~

- PRESSURE RATED FOR 250PS! IN-LINE SERVICE, 150PS|
DEAD END SERVICE.

- DESIGNED AND TESTED AS PER MSS-SP81.

- ZERO LEAKAGE SHUTOFF FOR RESILIENT SEATED VALVES

- ELECTRIC ACTUATOR TO BE CONFIRMED AT TIME OF ORDER

- DIMENSIONS (in)

- WEIGHT (Ibs)

ITEM # DESCRIPTION MATERIAL
11 HARDWARE 304SS
10 STANCHIONS 304SS
9 STEM 304SS
8 ELECTRIC ACTUATOR -
7 YOKE BRIDGE 304SS
6 PACKING REFER TO CHART
5 SEAL REFER TO CHART
4 GATE REFER TO CHART
3 PACKING FOLLOWER SAME AS BODY
2 BODY REFER TO CHART
1 BODY REFER TO CHART

THE INFORMATION CONTAINED IN THIS DRAWING
1S CONFIDENTIAL AND PROPRIETARY AND REMAINS
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